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DESIGN 10 



SPECIFICATION 



All toilet compartments shall be Tansey De- 
sign 10. 

All doors shall be 1" thick, 20-gauge stretcher 
level furniture steel, neatly formed, and edges 
locked into die-drawn moulding. Filler shall 
be compressed fiber core bonded to interior 
sides of the formed sheets. Panels are single 
16-gauge sheet construction, with formed 
moulding at top and bottom. Panel locked into 
post at front and at rear, capped moulding 
full height. Posts shall be 1 3 A" square tubing, with cast foot. Headrail shall be 
1 x Wa" steel tubing recessed info the posts and returned to wall. All metal surfaces 
shall be thoroughly cleaned by chemical process, and finished with baked primer 
and two coats of baked synthetic enamel. 

Hardware shall be chrome-plated cast or wrought brass. 

Brackets painted to match panels. 

Galvanized Bonderized steel available when specified. 

Standard panel sizes — 58" high, 42", 48", 54" and 57" wide. 

Doors — 20", 24", 30" and 36" wide. Inswinging or outswinging. 

NOTE: Design 10-1 substantially same as Design 10, except with concealed gravity hinge. 





ELEVATION 



DESIGN 20 



SPECIFICATION 

All toilet compartments shall be 
Tansey Design 20. 

All panels and doors shall be 1" 
thick, 20-gauge stretcher level fur- 
niture steel, neatly formed, and 
edges locked into die-drawn mould- 
ing. Filler shall be compressed fibre 
core bonded to interior sides of the 
formed sheets. Posts shall be IV4" 
square tubing, with cast foot. Head- 
rail shall be 1 x Wa" steel tubing 
recessed into the posts and returned 
to wall. All metal surfaces shall be 
thoroughly cleaned by chemical 
process, and finished with baked 
primer and two coats of baked 
synthetic enamel. 

Hardware shall be chrome-plated cast or wrought brass. 

Brackets painted to match panels. 

Galvanized Bonderized steel available when specified. 

Standard panel sizes — 58" high, 42", 48", 54" and 57" wide. 

D oors — 20", 24", 30" and 36" wide. Inswinging or outswinging. 

NOTE: Design 20-1 substantially same as Design 20, except with concealed gravity hinge. 
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DESIGN 30 



SPECIFICATION 

All toilet compartments 
shall be Tansey Design 
30. 

All panels and doors 
shall be 1" thick, 20- 
gauge stretcher level 
furniture steel, neatly 
formed, and edges 
locked into die-drawn 
moulding. Filler shall be 
compressed fiber core 
bonded to interior sides 
of the formed sheet. Pil- 
asters shall be similarly 
made, but shall be 1 W 
thick, with truss type 
anchorage leveling foot 
device, concealed by 
stainless steel plinth. All 
metal surfaces shall be thoroughly cleaned by chemical process, and finished 
with baked primer, and with two finished coats of baked synthetic enamel. 
Hardware shall be chrome-plated, cast or wrought brass and stainless steel. 

NOTE: Design 30-1 substantially same as Design 30, except with concealed gravity hinge. 




PARTITION SECTION 

Die-drawn Moulding 
Strip 

Door and Panel 1" 
Pilaster V/ 4 " 



Brackets painted to match panels. 
Galvanized Bonderized steel available when spec- 
ified. 

Standard panel sizes — 58" high, 42", 48", 54" 

and 57" wide. 

Standard door sizes — 20", 22" and 24". Inswing- 

ing or outswinging. 
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DESIGN 40 

SPECIFICATION 

All toilet compartments shall be Tansey Design 40. 
All panels and doors shall be 1" thick, 20-gauge 
stretcher level furniture steel, neatly formed, and 
edges locked into die-drawn moulding. Filler shall be 
compressed fiber core bonded to interior sides of the 
formed sheet. Pilasters shall be similarly made, but 
shall be 1 1/4 " thick, with truss type anchoring level- 
ing foot device, concealed by stainless steel plinth. 
Headrail shall be 1 x 1 3^" steel tubing, recessed into 
pilaster, mortised at corners, and returned to wall. All 
metal surfaces shall be thoroughly cleaned by chem- 
ical process, baked on primer and two finished coats 
of baked synthetic enamel. 

Hardware shall be chrome plated, cast or wrought 
brass and stainless steel. 
Brackets painted to match panel. 
Galvanized Bonderized steel available when specified. 
Headrail may be eliminated and pilasters extended to 
ceiling, if so specified. Maximum pilaster height 96". 
Standard panel sizes — 58" high, 42", 48", 54" and 
57" wide. Standard door sizes — 20", 22" and 24". 



NOTE: Design 40-1 substantially same as Design 4 0, except with concealed gravity hinge. 
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painted to match 
steel 




Brackets 
panels. 

Galvanized bonderized 
available when specified 

Standard pilaster height 70 
maximum 92". 

Standard door sizes — 20 
22" and 24", 

Proper reinforced framing at 
ceiling must be made for this 
design compartment, to pro- 
vide rigid installation. 

NOTE: Design 50-1 substantially same as Design 50, except with concealed gravity hinge. 



DESIGN SO 

SPECIFICATION 

All toilet compartments shall be 
Tansey Design 50. 

All panels and doors shall be 1" 
thick, 20-gauge stretcher level 
furniture steel, neatly formed, 
and edges locked into die-drawn 
moulding. Filler shall be com- 
pressed fiber core, bonded to in- 
terior sides of the formed sheet. 
Pilasters shall be 1 V4" thick, with 
at least 16-gauge stretcher level 
furniture steel, attached to ceil- 
ing by truss type anchoring and 
leveling device, concealed under 
stainless steel plinth. All metal 
surfaces shall be thoroughly 
cleaned by chemical process, and 
finished with baked primer, and 
with two finished coats of baked 
synthetic enamel. 

Hardware shall be chrome-plated, 
cast or wrought brass and stain- 
less steel. 



HARDWARE 





TS 4106 — Door Bolt chrom- 
ium plated. 





TS 4109— Coat Hook 
chromium plated. 



TS 4110 ST — Roll Type Paper 
Holder chromium plated. 




TS 4112 — Stainless steel 
Foot for Design 30, 40 and 
50. 





TS 4125 — Stop and 
Keeper chromium 
plated. 



TS 4 1 08 — Door 
Handle chrom- 
ium plated. 




TS 41 05 S — Roll Type Paper 
Holder chromium plated. 






TS 41852 — Screen Bracket 
chromium plated. 



TS4123— Panel Wall Bracket 



TS 4115 — Aluminum 
Foot for Design 1 0 
and 20 



TS 4100 — Controlled Integral 
Cam Gravity Hinge, brass 
chromium plated. 
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DESIGN 50 

SPECIFICATION 

All toilet compartments shall be 
Tansey Design 50. 

All panels and doors shall be 1" 
thick, 20-gauge stretcher level 
furniture stpel, neatly formed, 
ked into die-drawn 
Her shall be corn- 
core, bonded to in- 
: the formed sheet, 
be 1 " thick, with 
luge stretcher level 
I, attached to ceil- 
ype anchoring and 
e, concealed under 
plinth. All metal 
I! be thoroughly 
emical process, and 
baked primer, and 
hed coats of baked 
nel. 



II be chrome-plated, 
ht brass and stain- 
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TS 4108 — Door 
Handle chrom- 
ium plated. 



TS 4112 — Stainless steel 
Foot for Design 30, 40 and 
50. 




ive e p e r chromium 
plated. 




TS 4105 S — Roll Type Paper 
Holder chromium plated. 






TS 41852 — Screen Bracket 
chromium plated. 



TS4123 — Panel Wall Bracket 



TS 4115 — Aluminum 
Foot for Design 1 0 
and 20 



TS 4100 — Controlled Integral 
Cam Gravity Hinge, brass 
chromium plated. 
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